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Sub-threshold (Vp<V-;) Survey

e Sub-threshold benefits
— Leakage Power Decreases: 5X to 90X
— Energy Consumption Decreases: 10X to 20X

— Eim/Operation minimized in sub-V;
— Aging Effects Improve: NBTI, EM, TDDB

e Challenges
—Lower I, / | ¢
— Variation

o State of art

— Logic, SRAM, arithmetic units, processors, simple
SySte mS Approved For Public Release, Distribution Unlimited



Key Remaining Problems for
Sub-threshold Operation in Systems

1. Very slow

2. Best efficiency comes from ASIC, but
costly and slow for new applications

3. Digital power a small piece of pie In
many ULP systems
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Outline

THESIS: Flexibility can help solve the key
problems facing sub-threshold systems

 Energy / Performance Flexibility

 Hardware Flexibility
e System-Level Flexibility
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Power

“Low Power” Application Space

Portable Electronics,
UAVs, UUVs, Comms, etc.

L Workloads vary;
et Maximize lifetime
: ®

Microsensors, ., =

physiological i .

monitors, RFID, etc.
Energy Constrained

m ULTRA Low Power:
Most Sub-V; design, to date
Minimize E/op; SLOOWW....

Performance
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Power

“Low Power” Application Space

Portable Electronics,
UAVs, UUVs, Comms, etc.
= ~J Workloads vary;
Maximize lifetime

Microsensors,
physiological ¥
monitors, RFID, etc. 1
Energy Constrained

m Portable Devices:
Relatively high MAX performance;

Not ULP - Limited lifetimes

Performance
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Proposed Energy/Performance Flexiblility

Benefits:
-extend mission time of
-extend applicability of

Power

Lower Power for
same Performance

Higher performance for
slightly more power

Performance
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How will we do this?

« Key Insight: Definition of Performance

(@

)

Old definition: Fixed speed or throughput

Accurate definition: Speed or throughput
required to get “the job” done

“The job” changes:
—>a range of performance requirements
for a single app, depending on what
IS going on

Approved For Public Release, Distribution Unlimited



Proposed Approach

* Maximize efficiency of multi-Vy, design
— Voltage is most effective knob

e Panoptic Dynamic Voltage Scaling (PDVS)
— Multi-Vps (=2-4 voltage rails), local headers
— Fully enables classical DVS
— UDVS possible (hop to sub-threshold)
— Finer spatial and temporal granularity
— Multiple inherent power modes
— Simple, low overhead implementation
— LOTS of flexibility

[W|th J. LaCh (UVA, ECE)] Approved For Public Release, Distribution Unlimited



Example System: Apply PDVS to ASIC

VDDH
VDDM

o S S 7. .

Shared V, rails

(Qé:lrpapr!'t?zeeddd\?s'?n Different blocks can
DD .
Assign voltages Accelerators voltage dither based
to operations, not ﬂ M n on their own
Egg‘spog\?vgtrsthan o ———————— workload for optimal
singlepVDD _Data Memory_ efficiency
Il;leusiﬁ_%rea than Pt \

., DD b Cache _« B Level Block
Eﬁﬁ:brwg%feor us conversion « bloc
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Vp-switching energy

90nm Test Chip

Measured E overhead Low Supply | Adder Break | Multiplier Break
to find number of Voltage Even Cycles Even Cycles
cycles at V| to break even:
]
<1 0.9 0.689 0.436
N = (Evign —Eio) |08 0.579 0.408
. E.viien 0.7 0.607 0.263
[ICCD, 2008] Aq;:)gvpd Eor Public RP|Pa§PO|jiZI’%IJ]ﬁ0n Unlimited 0328




UDVS: ULP (Sub-V-) Option

Dither during high performance operation and switch to sub-
threshold minimum energy operation when speed is not important

10 E

Normalized Energy per sample (measured)
H
o

[
o

1V, 340MHz

Tek Run: 2.50MS/s  Sample an;ig?
I
T L}

: T T T e
, 't:, ; [y Dither |
ZX* -~ Dithering close : :
[t to ideal -
" 70.33V, 50kHZ « weaowe® | i
__== Dithere 1
10 10° 107 = o? Clock/1024
Rate (normalized frequency)  Gomessemeesdoodoenoe oo

CHT 200V ChZ 500mv M 2000 CRT 7~ 240V 14 Sep 2004
09:46:21

Vpp =0.9V, rate=0.5

Calhoun & Chandrakasan, “Ultra-Dynamic Voltage Scaling Using Sub-threshold Operation
and Local Voltage Dithering in 90nm CMOS,” ISSCC, 2005.
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Outline

 Hardware Flexibility
e System-Level Flexibility
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The Problem: Many ULP Applications

 Lots of apps (microsensors, RFID, tracking nodes,
biotelemetry, micro-UAVs, hybrid insects, etc.)

i

B

* Need ULP (sub-V-) for feasibility

e Economics: Often low volume )

Sub-V; FPGA:
* Flexible, portable

e Low time-to-deployment
e Mission-specific efficiency

e Low unit cost

Energy, Delay
(1/Efficiency)

Expensive

sub-V;
FPGAs

sub-V;
ASICs

Inefficient

Approved For Public Release, Distribution Unlimited
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Ultra Low Power FPGA

Challenges to sub-V; FPGA
Variation, low | ./l

Interconnect dominates
delay and power

Ap p rO aC h Typical
— Low swing interconnect w/ I IV N
sub-threshold sense amplifier ] o IF
— Regularity to reduce variation 1CACHC | |
sources Vi e\l
— Modified SRAM for config bits | (-
Anticipated Result D H >
— > 20X energy reduction \ iy /
— Tapeout spring 2009 — —
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Outline

e System-Level Flexibility
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System Level Flexibility

Must consider system power breakdown
Radio often dominates

Leverage ULP digital (e.g. pre-process to
reduce wireless data rate)

Example system: ECG on a band-aid

Approved For Public Release, Distribution Unlimited



Example: ECG Monitoring System

@)

Local Base Station
(e.g. PDA, body area aggregator)

Existing networks
WLAN, web, etc.

\_

ECG sensing “patch”

Analog Front end

Digital Processing

RF TX/RX

[Wlth T. BlﬂlOCk (UVA: ECE)] Approved For Public Release, Distribution Unlimited



Mixed Signal ECG System on Chip

m Heart Rate Variability
€ goor e : ST
(11 7 © PEEEEERE&E, Actual
ECG sensing patch . % Experimental
B 700 g
X [
&
Analog Front end & 600 |
é EEEEE e
e ~
xl 500 ' | L 1 1 - . ~ y 1
ks ’ “Ma, 14 16 18

ECG
+ ECG Peaks

Output Code

| 1 | 1 | | |
2 2.5 3 3.5 4 4.5 5 5 5 6

Time (sec)
Analog
frontend | 23mm | everage Sub-V; processing by re-partitioning

tasks at system level

Heart rate computation cuts wireless data rate
by 500X
[Wlth T. BlﬂlOCk (UVA, ECE)] Approved For Public Release, Distribution Unlimited



Conclusions

* Flexibility solves key problems for sub-V-
systems

— Energy/performance flexibility
— Hardware flexibility
— System flexibility

e Thank you! Any guestions?
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